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For high performance blasting, e.g. derusting, descaling,

deburring roughening etc.

For universal surface treatment on metal, concrete, stone,

wood and synthetics.

Additional necessities for operation:

e Compressed air flow between 2-10 m3/min at 7 bar,
depending on nozzle size

e Abrasive

6 NLGO DWW

The ,all in one* mobile blasting system, allowing the use of
all types of abrasive (even finer than < 50 umm) in dry,
humid and wet blasting mode.

Compressor, after cooler water pump and water tank are
integrated in the frame.

Additional necessities for operation:

e Gasoline 95 Roc

e Abrasive

e Water (depending on mode of operation)

" XVW LHH EMVWIDJ XOLW
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Light weight system (3,5 kg) which blasts, and removes
dust and abrasive from the workpiece surface on injector
basis.

Special formed “brush pieces” allow the blasting of welding
seams, angles, tubes and corners.

Additional necessities for operation:

e Compressed air flow approx. 1,5 m3/min at 7 bar

e Abrasive

67) " XVW LHH E@VWX QLW

Heavy duty dust free blasting unit on a frame (120x80cm)
with wheels.

This unit is built for bigger jobs, e.g. touch up, spot blasting
etc. and can be equipped either with electrical or
compressed air driven vacuum units.

Additional necessities for operation:

e Compressed air flow between 5-10 m3/min

e Abrasive
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With this system delicate surfaces can be cleaned without
masking and abrasive removal. Often cleaning jobs can be
done without interruption of the production process.
Additional necessities for operation:

e Compressed air flow 3-11 m /min at 5-10 bar

e 230V

e Co, pellets
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Like in a jet-engine, a propane-air mixture accelerates the
abrasive up to Mach 2. Very suitable for removal of thick
layers of paint, rubber, bitumen etc .

Additional necessities for operation:

e Propane

e 230V

e Compressed air flow of 6 m /min at 7,5 bar

e Abrasive

&RP SWHVVHG DLU GUYHQ DIVHUFRRMU $ &$ 31
Cools down hot compressed air ( d10) so that the
moisture in the compressed air can be eliminated.
Additional necessities for operation:

e Compressed air flow of 0,3 m /min at 7 bar

1 RUFAHDQ 9 DFXXP XQW

This unit is designed to reclaim abrasive which is
contaminated with dust and/or paint chips. Electric as well
as compressed air driven vacuum heads available.
Additional necessities for operation:

e Compressed air flow between 2,2 — 9,5 m /min at 7 bar
e 230 V
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This heavy duty unit is mainly used to such back
abrasives, used for blasting storage tanks
(petrochemical), bridges, steel constructions, incinerators
etc., at a distance of up to 500m.

This unit is designed to be connected with our mobile
abrasive separation unit.

Additional necessities for operation:

e Compressed air flow 3m /min at 7 bar
e Electricity 400V, 110 kW, 50 Hz

0 RELH DEWDVLYH UHF@LP DQG WHFRYHU XQLW

A multistage separation system allows the optimum
separation between abrasive and contaminations such as
dust, paint chips, concrete etc.

This unit enables contractors to use long life abrasives,
which dramatically reduce blasting and waste disposal
costs.

Additional necessities for operation:

e Electricity 400V, 15 kW, 50 Hz

e Compressed air flow of 2 m /min at 7 bar

0 RELH GXVWFRM@HFVRW

This unit is designed to displace 12000 m /h of air
contaminated either with dust from the blasting process
or with solvents from the painting process.

Additional necessities for operation:

e Electricity 400V, 11kW, 50 Hz

e Compressed air flow 2m /min at 7 bar
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big assortment
guick available
competent advice
check of total blasting costs

abrasive check
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preventive maintenance results in less
machine down-time and thus saves time
and money.

guick reaction time

we do most of the necessary services

on spot, as our service cars are equipped
with the most common wear- and spear
parts.
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